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BUI LDI NG SI TE DEVELOPMENT
Bui | ding Site Devel opnent

Soil properties influence the devel opment of building sites, including the
selection of the site, the design of the structure, construction, performance
after construction, and mai ntenance. These tables show the degree and ki nd of
soil limtations that affect dwellings with and without basenents, small
conmer ci al buildings, |ocal roads and streets, shallow excavations, and | awns
and | andscapi ng.

The ratings in the tables are both verbal and nunerical. Rating class terms

i ndicate the extent to which the soils are linmted by all of the soil features
that affect building site developnment. Not linmited indicates that the soil has
features that are very favorable for the specified use. Good performance and
very | ow mai ntenance can be expected. Slightly linmted indicates that the soi
has features that are favorable for the specified use. The limtations are ninor
and can be easily overconme. Good performance and | ow mai nt enance can be
expected. Sonewhat linmited indicates that the soil has features that are
noderately favorable for the specified use. The limtations can be overcone or
m ni m zed by special planning, design, or installation. Fair performance and
noder at e mai nt enance can be expected. Very limted indicates that the soil has
one or nore features that are unfavorable for the specified use. The limtations
general Iy cannot be overconme w thout major soil reclamation, special design, or
expensi ve installation procedures. Poor perfornmance and hi gh mai nt enance can be
expect ed.

Nurerical ratings in the tables indicate the severity of individual limtations.
The ratings are shown as decimal fractions ranging fromO0.00 to 1.00. They

i ndi cate gradations between the point at which a soil feature has the greatest
negative inpact on the use (1.00) and the point at which the soil feature is not
alinmtation (0.00).

Dnel lings are single-famly houses of three stories or |less. For dwellings

wi t hout basenents, the foundation is assumed to consist of spread footings of
rei nforced concrete built on undisturbed soil at a depth of 2 feet or at the
depth of naximum frost penetration, whichever is deeper. For dwellings with
basenments, the foundation is assuned to consist of spread footings of reinforced
concrete built on undisturbed soil at a depth of about 7 feet. The ratings for
dwel | i ngs are based on the soil properties that affect the capacity of the soi
to support a load w thout movenent and on the properties that affect excavation
and construction costs. The properties that affect the | oad-supporting capacity
i nclude depth to a water table, ponding, flooding, subsidence, |inear
extensibility (shrink-swell potential), and conpressibility. Conpressibility is
inferred fromthe Unified classification. The properties that affect the ease
and amount of excavation include depth to a water table, ponding, flooding,

sl ope, depth to bedrock or a cenented pan, hardness of bedrock or a cenmented
pan, and the ampunt and size of rock fragnents.
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Smal | commercial buildings are structures that are | ess than three stories high
and do not have basenents. The foundation is assuned to consist of spread
footings of reinforced concrete built on undisturbed soil at a depth of 2 feet
or at the depth of maxi mum frost penetration, whichever is deeper. The ratings
are based on the soil properties that affect the capacity of the soil to support
a |l oad without noverment and on the properties that affect excavation and
construction costs. The properties that affect the | oad-supporting capacity

i nclude depth to a water table, ponding, flooding, subsidence, |inear
extensibility (shrink-swell potential), and conpressibility (which is inferred
fromthe Unified classification). The properties that affect the ease and anount
of excavation include flooding, depth to a water table, ponding, slope, depth to
bedrock or a cenented pan, hardness of bedrock or a cenented pan, and the anopunt
and size of rock fragments.

Local roads and streets have an all-weather surface and carry autonpbile and
light truck traffic all year. They have a subgrade of cut or fill soil nmaterial
a base of gravel, crushed rock, or soil material stabilized by lime or cenent;
and a surface of flexible material (asphalt), rigid material (concrete), or
gravel with a binder. The ratings are based on the soil properties that affect

t he ease of excavation and grading and the traffic-supporting capacity. The
properties that affect the ease of excavation and grading are depth to bedrock
or a cenented pan, hardness of bedrock or a cenented pan, depth to a water
tabl e, ponding, flooding, the amount of [arge stones, and sl ope. The properties
that affect the traffic-supporting capacity are soil strength (as inferred from
t he AASHTO group index numnber), subsidence,linear extensibility (shrink-swel
potential), the potential for frost action, depth to a water table, and pondi ng.

Shal | ow excavations are trenches or holes dug to a nmaxi mum depth of 5 or 6 feet
for graves, utility lines, open ditches, or other purposes. The ratings are
based on the soil properties that influence the ease of digging and the

resi stance to sloughing. Depth to bedrock or a cenented pan, hardness of bedrock
or a cenented pan, the amount of |arge stones, and dense | ayers influence the
ease of digging, filling, and conpacting. Depth to the seasonal high water
table, flooding, and ponding may restrict the period when excavations can be
made. Sl ope influences the ease of using machinery. Soil texture, depth to the
water table, and linear extensibility (shrink-swell potential) influence the
resi stance to sl oughing.

Lawns and | andscaping require soils on which turf and ornanental trees and
shrubs can be established and maintained. Irrigation is not considered in the
ratings. The ratings are based on the soil properties that affect plant growth
and trafficability after vegetation is established. The properties that affect
plant growh are reaction; depth to a water table; ponding; depth to bedrock or
a cenented pan; the available water capacity in the upper 40 inches; the content
of salts, sodium or calciumcarbonate; and sulfidic materials. The properties
that affect trafficability are flooding, depth to a water table, ponding, sl ope,
stoni ness, and the anobunt of sand, clay, or organic matter in the surface |ayer



